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PROJECT STATISTICS-
TYPE
HABITABLE

NON-HABITABLE

STATUS

Existing
Existing

Existing
New
New

DESCRIPTION

DUPLEX 1
DUPLEX 2

(E) GARAGE
(P) CARPORT COVER
(P) GAZEBO

NET SF

696
647

1,343 sq ft

184
807
254

1,245 sq ft
2,588 sq ft

GROSS SF

756
704

1,460 sq ft

203
807
254

1,264 sq ft
2,724 sq ft

PROJECT DATA
SCOPE OF WORK -
ADDRESS VIOLATIONS CONTAINED IN ENF2018-00688:
 * REPLACE UNPERMITTED 6 FT WOOD FENCE ON CHINO ST. PROPERTY LINE WITH 42" FENCE
 * REMOVE UNPERMITTED WATER HEATER ON WEST SIDE OF HOUSE
 * REPLACE WATER HEATER ON EAST SIDE OF HOUSE, RELOCATE TO SOUTH SIDE OF HOUSE,

REINSTALL TO SERVICE BOTH UNITS
 * PERMIT LAUNDRY AREA ON EAST SIDE OF HOUSE
 * REPLACE GRAVEL DRIVEWAY WITH 2032 SF PAVER DRIVEWAY
 * REMOVE VEHICLES AND BUILDING MATERIALS FROM WITHIN SETBACKS
 * REMOVE PORTABLE TOILET FROM WITHIN SETBACK
 * CEASE USING PARKING AND SHED FOR NON-APPROVED HOME OCCUPATION
 * CEASE PARKING COMMERCIAL VEHICLES AT SITE
 * CONVERT STRUCTURE PERMITTED AS SINGLE CAR GARAGE TO STORAGE SHED

NEW CONSTRUCTION:
 * CONSTRUCT SCREENED 4-CAR PARKING AREA WITH 766 SF CARPORT COVER
 * CONSTRUCT SCREENED TRASH AREA ON SOUTH SIDE OF HOUSE
 * PERMIT 1390 SF AS-BUILT PAVER PATIO
 * CONSTRUCT 254 SF GAZEBO AT AS-BUILT PAVER PATIO PER PLAN

LOCATION: 733 WEST MISSION STREET

APN: 043-122-001

JURISDICTION: CITY OF SANTA BARBARA

LAND USE ZONE: R-2 (SBMC TITLE 30)

LOT SIZE: 9,989 SF

AVERAGE SLOPE OF PROPERTY:  2 %

OCCUPANCY CLASSIFICATION (E): R-3

OCCUPANCY CLASSIFICATION (P): R-3

CONSTRUCTION TYPE: V-B

PARKING : PERMITTED 1 COVERED PER 1929 PERMIT
  REQUIRED 4
  PROPOSED 4 COVERED

HIGH FIRE: NO

SPINKLERS: NO

FLOOD ZONE: NO

STORIES: 1

HEIGHT: 14'-6" ±

GN- GENERAL NOTES
1.0  ALL CONSTRUCTION SHALL CONFORM TO THE 2016 CBC, 2016 CRC, 2016 CMC, 2016 CEC, 2016 CPC, 2016 CALIFORNIA GREEN

BUILDING STANDARDS CODE, 2016 CFC, 2016 CA ENERGY COMMISSION STANDARDS & ALL CITY OF SANTA BARBARA
AMENDMENTS AS ADOPTED IN SANTA BARBARA CITY ORDINANCE 5919

2.0 UNLESS NOTED OTHERWISE, ALL MATERIALS AND EQUIPMENT TO BE INSTALLED PER THE APPLICABLE PROVISIONS OF THESE
DOCUMENTS AND THE MANUFACTURER'S INSTALLATION INSTRUCTIONS

3.0 THESE DOCUMENTS CONVEY MINIMUM CONSTRUCTION REQUIREMENTS AND ARE TO BE USED WHERE THE APPLICABLE
CONDITIONS OCCUR. MORE STRINGENT REQUIREMENTS STIPULATED WITHIN RELEVANT MANUFACTURER'S INSTALLATION
INSTRUCTIONS WILL SUPERSEDE

4.0 ALL WORK TO BE PERFORMED BY LICENSED & INSURED CONTRACTOR

5.0 THE CONTRACTOR IS RESPONSIBLE FOR MEANS, METHODS, AND TECHNIQUES FOR CONSTRUCTION 

6.0 ALL OSHA REGULATIONS SHALL BE FOLLOWED. GENERAL CONTRACTOR & EACH SUB-CONTRACTOR RESPONSIBLE FOR JOB-
SITE SAFETY

7.0 EACH SUBCONTRACTOR IS RESPONSIBLE FOR DEPOSITING DEBRIS RESULTING FROM THEIR WORK IN THE JOB-SITE
CONTAINER

8.0 ALL DIMENSIONS, UNLESS OTHERWISE INDICATED, ARE TO FACE OF STUD, CONCRETE, OR MASONRY

9.0 SEE FORMS CF-1R & MF-1R SPECIFYING THE REQUIRED/MANDATORY ENERGY FEATURES FOR: WALL/CEILING INSULATION,
WINDOW AREAS AND TYPES, HVAC SYSTEMS AND EFFICIENCY, DUCT INSULATION AND TESTING, LIGHTING TYPE AND
SWITCHING, AND PIPE/HEATER INSULATION. PROVIDE COMPLETED FORM CF-6R UPON FINAL INSTALLATION OF ALL ENERGY
SYSTEMS

10.0 PROJECTS WITH ZONING MODIFICATION APPROVALS, WITHIN 12" OF A SETBACK, OR WHERE CONDITIONS WARRANT, MAY
REQUIRE A SURVEY TO VERIFY PROPOSED FOOTPRINT OF THE STRUCTURE PRIOR TO FOOTING INSPECTION. PROVIDE
SURVEYOR VERIFICATION TO INSPECTOR IF REQUESTED BY BUILDING OFFICIAL

11.0 UNO, ALL REFERENCED STRUCTURAL HARDWARE TO BE FROM SIMPSON STRONG-TIE (ESR-2523)

12.0 AT THE TIME OF FINAL INSPECTION, AN OPERATION AND MAINTENANCE MANUAL, COMPACT DISC, OR WEB BASED REFERENCE
SHALL BE PLACED IN THE BUILDING. THE MANUAL SHALL INCLUDE ALL OF THE ITEMS LISTED ON THE CALIFORNIA GREEN
BUILDING STANDARDS CODE SECTION 4.410.1 [CGBSC 4.410]

PROJECT TEAM
CLIENT:
THE RIOS & AGUILAR FAMILIES
733 WEST MISSION STREET
SANTA BARBARA, CA 93101
EMAIL: JENNIFER_NAVARRO502@YAHOO.COM

PLANS:
WINDWARD DESIGN SERVICES, LLC
1825 STATE STREET, STE 102
SANTA BARBARA, CA 93101
TEL: 805.845.6601
EMAIL: KEN@WINDWARDENG.COM

BMP- STORMWATER BEST MANAGEMENT PRACTICES
1.0 DETAILED INFORMATION RELATING TO THE BEST MANAGEMENT PRACTICES SPECIFIED BELOW AND ELSEWHERE WITHIN THIS

DOCUMENT CAN BE FOUND IN THE CALIFORNIA STORMWATER BMP HANDBOOK; AVAILABLE FOR DOWNLOAD AT
WWW.CABMPHANDBOOKS.COM & http://www.dot.ca.gov/hq/construc/stormwater/manuals.htm

2.0 GENERAL CONTRACTORS/CONTRACTORS AS APPLICABLE ARE RESPONSIBLE FOR THE TRAINING OF PERSONNEL IN THE PROPER
DISPOSTION OF CONSTRUCTION WASTE & IMPLEMENTATION OF BMPS

3.0 ERODED SEDIMENTS AND OTHER POLLUTANTS MUST BE RETAINED ON SITE AND MAY NOT BE TRANSPORTED FROM THE SITE VIA
SHEET FLOW, SWALES, AREA DRAINS, NATURAL DRAINAGE COURSES OR WIND.

4.0 STOCKPILES OF EARTH AND OTHER CONSTRUCTION RELATED MATERIALS MUST BE PROTECTED FROM BEING TRANSPORTED FROM
THE SITE BY THE FORCES OF WIND OR WATER.

5.0 FUELS, OILS, SOLVENTS AND OTHER TOXIC MATERIALS MUST BE STORED IN ACCORDANCE WITH THEIR LISTING AND ARE NOT TO
CONTAMINATE THE SOIL AND SURFACE WATERS.  ALL APPROVED STORAGE CONTAINERS ARE TO BE PROTECTED FROM THE WEATHER.
SPILLS MAY NOT BE WASHED INTO THE DRAINAGE SYSTEM.

6.0 EXCESS OR WASTE CONCRETE MAY NOT BE WASHED INTO THE PUBLIC WAY OR ANY OTHER DRAINAGE SYSTEM.  PROVISIONS MUST BE
MADE TO RETAIN CONCRETE WASTES ON SITE UNTIL THEY CAN BE DISPOSED OF AS A SOLID WASTE.

7.0 TRASH AND CONSTRUCTION RELATED SOLID WASTES MUST BE DEPOSITED INTO A COVERED RECEPTACLE TO PREVENT
CONTAMINATION OF RAINWATER AND DISPERSAL BY WIND.

8.0 SEDIMENTS AND OTHER MATERIAL MAY NOT BE TRACED FROM THE SITE BY VEHICLE TRAFFIC. THE CONSTRUCTION ENTRANCE
ROADWAYS MUST BE STABILIZED SO AS TO INHIBIT SEDIMENTS FROM BEING DEPOSITED INTO THE PUBLIC WAY.  ACCIDENTAL
DEPOSITIONS MUST BE SWEPT UP IMMEDIATELY AND MAY NOT BE WASHED DOWN BY RAIN OR OTHER MEANS.

9.0 ANY SLOPES WITH DISTURBED SOILS OR DEMANDED OF VEGETATION MUST BE STABILIZED SO AS TO INHIBIT EROSION BY WIND AND
WATER

10.0 PRESERVE EXISTING VEGETATION AT AREAS ON THE SITE WHERE NO CONSTRUCTION ACTIVITY IS PLANNED OR WILL OCCUR AT A
LATER DATE

11.0 WATER USED DURING CONSTRUCTION ACTIVITIES IS TO BE USED IN A MANNER THAT AVOIDS CAUSING EROSION AND/OR THAT
TRANSPORTS POLLUTANTS OFF SITE

12.0 DO NOT CLEAN, FUEL, OR MAINTAIN VEHICLES ON-SITE, EXCEPT IN DESIGNATED AREA WHERE WASH WATER IS CONTAINED & TREATED

SI- SPECIAL INSPECTIONS & STRUCTURAL OBSERVATIONS
1.0 ALL SPECIAL INSPECTIONS SHALL CONFORM TO CHAPTER 17 OF THE CALIFORNIA BUILDING CODE

2.0 CONTRACTOR TO OBTAIN APPROPRIATE SPECIAL INSPECTION/OBSERVATION REPORT DOCUMENTATION PRIOR TO
REQUESTING AN INSPECTION BY THE LOCAL BUILDING AUTHORITY

9.0 WINDWARD TO OBSERVE REINFORCEMENT STEEL PRIOR TO CONCRETE PLACEMENT

10.0 WINDWARD TO OBSERVE FRAMING & SHEAR WALL NAILING AFTER PLUMBING, MECHANICAL & ELECTRICAL ROUGH-IN
WORK HAS BEEN COMPLETED

11.0 EPOXY - UNO, PERIODIC INSPECTION REQUIRED FOR RETROFITTED ANCHOR BOLTS (5-S504 - CONC-EPOXY ANCHOR
BOLT)

14.0 CALL 48 HOURS IN ADVANCE TO SCHEDULE INSPECTIONS

VICINITY MAP

733 WEST MISSION STREET,   SANTA BARBARA,   CA
ENF MITIGATION

IMPERVIOUS HARDSCAPE AREAS STATISTICS-

NEW:  TRASH      33 SF 
NEW:   DRIVEWAY 2032 SF
AS-BUILT: LAUNDRY     49 SF
AS-BUILT: PATIO  1390 SF
TOTAL:    3504 SF

REPLACED: NONE
REMOVED: 365 SF (CONC RIBBON DRIVEWAY, EST.)

PARKING STATISTICS-

EXISTING: 1 (UNCOVERED)
REQUIRED: 4 
PROPOSED: 4 (COVERED)
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NOTE:
* NO PARKING OF COMMERCIAL VEHICLES ON SITE
* NO STORAGE OF COMMERCIAL MATERIAL ON SITE
* NO STORAGE WITHIN SETBACK

MAY NOT BE USED
AS HABITABLE

SPACE

(E) CONC WALKWAY

PORCH

PROJECT
NORTH

OPEN YARD

DUPLEX 2
Gross: 704 sq ft

Net:647 sq ft

(A) PAVER PATIO
A: 1,382 sq ft

(E) GARAGE
Gross: 203 sq ft

Net:184 sq ft

OPEN YARD
1,251 sq ft

(A) PAVER LAUNDRY
A: 49 sq ft

(P) PAVER TRASH ENCL
A: 33 sq ft

DUPLEX 1
Gross: 756 sq ft

Net:696 sq ft

(P) PAVER DRIVEWAY
A: 2,032 sq ft

(P) CARPORT COVER
A: 807 sq ft

(P) GAZEBO
254 sq ft

N

20
'-3

"

KEYNOTES -
K01 INSTALL PAVER DRIVEWAY & PROVIDE 4 PARKING SPACES. PAVER

INSTALLATION PER 7-A501.
K02 REPLACE 6 FT SOLID WOOD FENCE WITH 3.5 FT PICKET WOOD FENCE
K03 REMOVE WATER HEATER TO LAUNDRY AREA. SEE P-17-A001 FOR

ADDITIONAL NOTES.
K04 REMOVE PORTABLE TOILET FROM PROPERTY
K05 PROVIDE 48" SCREENED STORAGE AND PAVER SURFACE FOR

TRASH/RECYCLING BINS
K06 CONSTRUCT 4-CAR CARPORT
K07 PROPOSED 6 FT FICUS HEDGE TO SCREEN CARPORT. KEEP HEDGE

TRIMMED TO NO MORE THAN 3.5 FT WITHIN "VISIBILITY TRIANGLE" (SEE K10)
K08 REPLACE AND MOVE WATER HEATER TO COMPLY WITH CODE. REPLUMB TO

PROVIDE SERVICE TO BOTH UNITS. SEE P-17-A001 FOR ADDITIONAL NOTES
K09 CONSTRUCT GAZEBO
K10 10 x 10 VISIBILITY TRIANGLE. NO FENCE, SCREEN, WALL OR HEDGE

EXCEEDING 3.5 FT IN HEIGHT ALLOWED IN THIS AREA.
K11 (E) HEDGE TO BE ALLOWED TO GROW TO 8 FT TO PROVIDE PRIVACY SCREEN

AREA OF ADDITION

AREA OF REMODEL

AREA OF OPEN YARD

AREA DRAIN

BACKFLOW PREVENTION

BALL VALVE

BIO RETENTION BASIN

BIO RETENTION INVERT

BIO RETENTION OVERFLOW

CATCH BASIN

CHANNEL/TRENCH DRAIN

CLEANOUT

CMU

CUT

DECOMPOSED GRANITE

DECK DRAIN

DEMOLISH

DETENTION ZONE (DZ)

DETENTION ZONE INVERT

DOWNSPOUT

DRAINAGE SLOPE

DRIP IRRIGATION

EASEMENT

ELECTRIC METER

ELEVATION (DEMO)

ELEVATION (E)

ELEVATION (N)

ELECTRIC/PHONE/CATV

EXCAVATE & COMPACT (E&C)

EXCAVATION DEPTH

FIBER ROLL

FILL

FINISHED FLOOR ELEVATION

FINISHED GRADE ELEVATION

FIRE HYDRANT

FREEBOARD

GAS METER

GAS PIPE

GROUND VAULT

HANDHOLE

LANDSCAPE

LIMIT OF DISTURBED AREA

OVERFLOW INVERT

OVERHEAD WIRES

PAVER

PER ARCH PLAN

PER LANDSCAPE PLAN

PIPE INVERT

POWER POLE

PROPERTY LINE

REDUCED PRESSURE

REDUCED PRESSURE/
BACKFLOW PREVENTION

RIP-RAP TO PREVENT EROSION

ROUGH GRADE ELEVATION

SELF RETAINING

SELF TREATING

SETBACK

SEWER MANHOLE

SEWER SANITARY

SHUTOFF VALVE

SIDEWALK

SILT FENCE

SLOPE OF GRADE 5% MIN
FOR 10-FT AT FOUNDATION

SPILLWAY INVERT

SPOT ELEVATION (E)

SPOT ELEVATION (N)

STORM DRAIN MANHOLE

STORMWATER (E)

STORMWATER (N)

SUBGRADE

TOP OF CURB

TOP OF DECK

TOP OF FENCE

TOP OF GRATE

TOP OF PAVEMENT (B/T, CONC, TILE, ETC)

TOP OF WALL

UPPER DOWNSPOUT

UNLESS NOTED OTHERWISE

WATER METER

WATER SUPPLY PIPE COLD

WATER SUPPLY PIPE HOT

WALL DRAIN

WETTED INVERT
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SCALE: 1/8"   =    1'-0"1 SITE PLAN
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WALL LEGEND-

  (E) INTERIOR WALL

  (E) EXTERIOR WALL

GENERAL NOTES -

G01 GENERAL CONSTRUCTION NOTES PER C-A001
G02 GENERAL PLUMBING NOTES PER P-A001
G03  GENERAL MECHANICAL NOTES PER M-A001
G04 GENERAL ELECTRICAL NOTES PER E-A001

KEYNOTES -

K01 FRONT YARD SETBACK
K02 (N) WATER HEATER TO REPLACE 2 UNITS  
 FROM WEST AND EAST SIDE OF HOUSE  
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SCALE: 1/4"   =    1'-0"2 SHED/GARAGE FLOOR PLAN - EXISTING

SCALE: 1/4"   =    1'-0"4 CARPORT PLAN - PROPOSED

SCALE: 1/4"   =    1'-0"3 GAZEBO PLAN - PROPOSED
SCALE: 1/4"   =    1'-0"1 FLOOR PLAN - EXISTING
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SCALE: 1/4"   =    1'-0"E RESIDENCE ELEVATION EAST - EXISTING
SCALE: 1/4"   =    1'-0"N RESIDENCE ELEVATION NORTH - EXISTING

SCALE: 1/4"   =    1'-0"W RESIDENCE ELEVATION WEST - EXISTING
SCALE: 1/4"   =    1'-0"S RESIDENCE ELEVATION SOUTH - EXISTING

SCALE: 1/4"   =    1'-0"W SHED/GARAGE ELEVATION WEST - EXISTING
SCALE: 1/4"   =    1'-0"N SHED/GARAGE ELEVATION NORTH - EXISTING

SCALE: 1/4"   =    1'-0"S SHED/GARAGE ELEVATION SOUTH - EXISTING
SCALE: 1/4"   =    1'-0"E SHED/GARAGE ELEVATION EAST - EXISTING
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KEYNOTES -

K01 KNEE BRACE PER 1-A501
K02 CLASS 'A' ASPHALT SHINGLE. CERTAINTEED

PATRIOT. COLOR: GRAYSTONE
K03 PVC ROOF. SIKA SARNAFIL G 410 60 OR  
 EQUIVALENT
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SCALE: 1/4"   =    1'-0"E GAZEBO ELEVATION EAST - PROPOSED
SCALE: 1/4"   =    1'-0"S GAZEBO ELEVATION SOUTH - PROPOSED

SCALE: 1/4"   =    1'-0"W CARPORT ELEVATION WEST - PROPOSED
SCALE: 1/4"   =    1'-0"S CARPORT ELEVATION SOUTH - PROPOSED

SCALE: 1/4"   =    1'-0"N RESIDENCE ELEVATION NORTH - PROPOSED

SCALE: 1/4"   =    1'-0"S RESIDENCE ELEVATION SOUTH - PROPOSED
SCALE: 1/4"   =    1'-0"W ELEVATION WEST - PROPOSED

SCALE: 1/4"   =    1'-0"E RESIDENCE ELEVATION EAST - PROPOSED
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K01

K03

K04

K02

GENERAL NOTES  -

G01 COMPACTION - WHERE NOTED BELOW, USE A SMOOTH DUAL OR SINGLE
SMOOTH DRUM (MIN 10T) VIBRATORY ROLLER OR A VIBRATORY PLATE
COMPACTOR (MIN 13,500 LB) WITH A COMPACTION INDICATOR

KEYNOTES -

K01 PAVERS PER PLAN
K02 ASTM D448 NO. 8 AGGREGATE
K03 1" MIN BEDDING. MOISTEN, SPREAD, AND SCREED ASTM D448 NO. 8

AGGREGATE. 3/8" SURFACE TOLERANCE OVER 10'
K04 6" DEEP 3/4" CLASS 2 AGGREGATE BASE. MAKE AT LEAST 2 PASSES IN THE

VIBRATORY MODE THEN AT LEAST TWO IN THE STATIC MODE

1' 1'

3"
2'

-9
"

3"
2'

-3
"

6' OC

GENERAL NOTES -
51 UNO, ALL MATERIALS AND EQUIPMENT TO BE INSTALLED PER THE

APPLICABLE PROVISIONS OF THESE DOCUMENTS AND THE
MANUFACTURER'S INSTALLATION INSTRUCTIONS

52 WELDING: CONFORM TO AWS STANDARDS, LATEST ADDITION
53 ALL WELDING SHALL BE DONE BY THE SHIELDED ARC METHOD. ALL

WELDERS SHALL BE PROPERLY QUALIFIED AND AWS CERTIFIED FOR
THE KIND OF WELD THEY PERFORM. SURPLUS METAL SHALL BE
DRESSED OFF TO SMOOTH, EVEN SURFACES WHERE WELDS ARE NOT
EXPOSED TO VIEW

54 FINISH COLOR PER ARCHITECTURAL DETAILS

KEYNOTES -

01 DECAY RESISTANT OR TREATED 6X6 POST, MAX SPACING @ 6-FT OC
02 CONCRETE POST MIX. SLOPE TOP OF CONCRETE FOR DRAINAGE AWAY

FROM POST
03 POST TO BE EMBEDDED IN ROCK (Ø 3/4") BASE. BOTTOM OF POST TO

EXTEND AT LEAST 3" BEYOND CONCRETE. PROVIDE MIN. 3" CLR FROM
POST TO SOIL

04 2X6 CEDAR OR REDWOOD TOP CAP
05 1X8 CEDAR OR REDWOOD PANELING, 1/8" GAP BTWN
06 2X4 RAIL @ EACH SIDE TOP & BOTTOM

INTERIOR POSTEND POST

01

02

03

04

05

06

SF Rima
8.20" x 8.20"

Patent No. 5224792

Shown: Sand-Stone-Mocha SF Rima™ installed in a stack bond pattern.

SF Rima	 80 mm	 	
Size (in inches)  	 8.20 x 8.20
Sq Ft per Stone	 47
Stones per Sq Ft	 2.14
Sq Ft per Pallet	 90
Stones per Pallet	 192
Weight per Stone	 16.42 lbs
Weight per Pallet	 3153 lbs

SF Rima™

SF Rima™ is a permeable paving 
stone that allows stormwater to 
percolate back into the ground 
rather than run off the surface. 
This infiltration can regenerate 
valuable groundwater tables, 
control erosion and improve 
stormwater runoff quality. It also 
reduces the amount of runoff 
flowing into stormwater systems. 
SF Rima™ pavements are eligible 
for LEED credits under the U.S. 
and Canadian Green Building 
Council guidelines.

Stocked Color(s):
Gray

AngelusPavingstones.com

For custom color options
contact your Angelus Sales 
Representative at:

(951) 328-9115 or	

(805) 485-1137

Permeable HollandTurfstone

Visit AngelusPavingstones.com for more information about
Related Pavers & Walls Products.

NOTE: ALWAYS VIEW PRODUCT SAMPLES PRIOR TO INSTALLATION The color and texture of Angelus products are not specific to any product or groups of products. Variation in color, shades of 
color, texture, and aggregate exposure is inherent in all concrete products and exact matches cannot be guaranteed. Not all products are stocked in all colors. Charts with more product 
related color availability are shown from product pages. Colors and textures represented in print and online are as close as possible to the actual product. Photographic techniques, 
printing techniques and viewing monitors — as well as actual viewing conditions — can alter perception of color.

GENERAL NOTES -

51 SEE CONC-FOOTING SCHEDULE FOR SPECIFIC FOOTING REQUIREMENTS

KEYNOTES -

01 FOOTING SIZE & REINFORCEMENT PER SCHEDULE
02 ANCHOR BOLT & EMBEDMENT DEPTH (LE) PER STL-COLUMN SCHEDULE. 1-1/2"

DRYPACK. PROVIDE DOUBLE-NUT WITH WASHER AT EMBEDMENT DEPTH
03 COLUMN & BASE PLATE PER STL-COLUMN SCHEDULE
04 PEDESTAL SIZE PER SCHEDULE
05 2X PTDF
06 MIRADRI 860 WATERPROOF MEMBRANE OR EQUIVALENT
07 1X KDDF
08 
09 1X6 KDDF MOULDING

2'

LE

02

03

08

05

06

07

09

01

04

8"

8"

2" 2"

2"

1 '-9 "

2"

5 1/2"

R: 4'-0"

FRONT SIDE

SCALE: 1 1/2"=    1'-0"7 CIVIL-PAVERS W/ AGGREGATE JOINT FILLER OVR 3/4" CLASS 2 BASE

SCALE: 3/4"   =    1'-0"2 FENCE - 3X 2X4 RAIL W/ 4x4 POST

6 PERMEABLE PAVING STONES
SCALE: 1 1/2"=    1'-0"8 ARCH-WOOD CLAD STEEL COLUMN @ CONC PED

SCALE: 1:101 KNEE BRACE
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